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System

Interface

Video

Audio

Video & Playback

Storage & Backup

Interface

General 

Model

Main Processor

O/S 

System Source

O/S Interface

Display Frame

Video System

Preview Resolution

Playback Resolution

Code Capacity

Motion Detection

Audio Compression

Intercom

Recording Mode

Local Playback

Search Mode

Storage Regulation

Record Storage

Backup Mode

Video Input

Video Output

Audio Input

Audio Output

Alarm Input

Alarm Output

Network Interface

PTZ Control

USB Interface

SATA

Power Supply

Consumption

Working Temperature

Working Humidity

Atmospheric Pressure

Dimension

Weight 

ZKDV0401K

Industrial embedded micro-controller

Embedded linux system  

Multi-channels recording, playback, operation and USB 

backup.

16 Bit real-color manual, support mouse operation

1/4 split display

PAL (625TVL); NTSC(525TVL)

PAL, D1(704×576),CIF(352×288;NTSC,D1(704×480) 

CIF(352×240)

PAL, CIF(352×288); NTSC, CIF (352×240)

PAL, D1(704×576); NTSC, D1 (704×480)

4D1@25fps real-time 

396 (22*18) detection zone in each display frame settable

G711A

Support

Manual , alarm , motion detection , schedule recording

Single CH , multi CH (support 8 CH CIF play back at real-time)

time, calendar, event, channel search

Audio : 28.8MBit/H  & video:25-450MBit/H

Hard disk and network 

Network, USB disk, USB CD

6EJ"DPE."302Xr/r.97っ

3EJ"JFOK."3"EJ"DPE."302Xr/r.97っ.3EJ"XIC"qwvrwv

6EJ"TEC."422/4:22oX."52Mっ

3EJ"TEC."422/5222oX."7Mっ

N/A

N/A

RJ45 10M/100M

Yes 

2 USB Interface 

1 SATA (max to 3T)

12V/3A  

<10W(Hard disk excluded)

0J-+55J

10%-90%

86kpa-106kpa

30.8*33*7.5mm

1.3kg (Hard disk excluded)




